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Design & Manufacturing Engineers for 
Convoluted & Welded Metal Bellows

Document N0: 

Compiled by: 

Revision No: 

Date Issued:

Cutomer Details Customer Account No.:

Company Name: Area Code:

Contact Person: Desired Delivery Date:

Tel No.: Agreed Delivery Date:

Faz No.: Your Reference:

Mobile: Our Reference:

Email: Date:

Address: Notes:

Operating Conditions:

Duct Dimensions Application

Diametre: mm Design Pressure:      Bar

Installed Length:                                                             mm Operating Pressure:   Bar

Manufactured Length: mm Design Temperature: °C

Circumference:  mm Operating Temperature:  °C

Connection Type Medium:

Flanged: Material Thickness Flow Velocity: m/sec

Loose Flanges: Material Thickness Porticles

Stub Ends Material Thickness H²O Content

Special Flange Movements

OD: mm Axial Compression: mm

PCD mm Axial Extention: mm

No. of Holes: Lateral: mm

Holes Diametre: mm Angular Rotation: deg

Attachments Required Certificate and Test

Hinges: Pressure Test:

Inner Sleeve: Leak Test:

Movement Limiters: Dye Pen:

Outer Cover: X-Ray:

Tie Rod: Design Code:

Transport Bar: EJMA:

Weep Holes: Other (Specifty):

General:

Sales Rep. Details:Data Sheet
Metallic Expansion Joint

Submit enquiry sheet to Bellow Weld (Pty) Ltd.    PO Box 331, Henley-on-Klip, 1962
Tel: (016) 365 5357     Fax: (016) 365 5358     Email: sales@bellowweld.co.za      Website: www.bellowweld.co.za
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